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1
SYSTEM AND METHOD FOR DETERMINING
A MAGNETIC FIELD USING A MOBILE
DEVICE

TECHNICAL FIELD

The following relates to systems and methods for deter-
mining a magnetic field using a mobile device.

BACKGROUND

A magnetometer is an instrument used to measure the
strength and/or direction of the magnetic field in the vicinity
of'the instrument. Many electronic devices exist that utilize a
magnetometer for taking measurements for a particular appli-
cation, e.g. geophysical instruments, acrospace equipment,
and mobile communications devices such as cellular tele-
phones, PDAs, smart phones, tablet computers, etc., to name
a few.

Mobile communication devices, such as those listed above,
may only be interested in the Earth’s magnetic field. For
example, a compass application on a mobile communication
device may only be interested in the direction of the Earth’s
magnetic field.

A mobile communication device typically operates in vari-
ous different locations and under various circumstances.
Changes in the environment in which the mobile communi-
cation device operates can affect the operation of the magne-
tometer. Furthermore, magnetic interference from the envi-
ronment and/or components of the mobile communication
device itself, can cause a magnetometer reading to deviate
from the Earth’s magnetic field. As such, the magnetometer
reading of the mobile communication device may not accu-
rately indicate the Earth’s magnetic field.

BRIEF DESCRIPTION OF THE DRAWINGS

Embodiments will now be described by way of example
only with reference to the appended drawings wherein:

FIG. 1 is a perspective view of an example of a mobile
device and its frame of reference.

FIG. 2 is a perspective view of an example of Earth’s
magnetic field in a frame of reference.

FIG. 3 is a perspective view of an example of Earth’s
magnetic field in a frame of reference of a mobile device and
a frame of reference of the Earth.

FIG. 4 is a perspective view of an example of a mobile
device comprising a slidable keyboard assembly.

FIG. 5 is a block diagram of an example of a configuration
for a mobile device.

FIG. 6 is a block diagram of an example of a configuration
for a mobile device comprising a magnetic field simulator.

FIG. 7 is a flow chart including an example of a set of
computer executable operations for determining a magnetic
field using a mobile device.

DETAILED DESCRIPTION OF THE DRAWINGS

It will be appreciated that for simplicity and clarity of
illustration, where considered appropriate, reference numer-
als may be repeated among the figures to indicate correspond-
ing or analogous elements. In addition, numerous specific
details are set forth in order to provide a thorough understand-
ing of the example embodiments described herein. However,
it will be understood by those of ordinary skill in the art that
the example embodiments described herein may be practiced
without these specific details. In other instances, well-known
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2

methods, procedures and components have not been
described in detail so as not to obscure the example embodi-
ments described herein. Also, the description is not to be
considered as limiting the scope of the example embodiments
described herein.

It has been recognized that a magnetometer reading of the
Earth’s magnetic field may include interference and inaccu-
racies. To address these interferences and inaccuracies, the
following describes a method, computer readable storage
medium and mobile device operable to determine a magnetic
field.

In one aspect there is provided a method of determining a
magnetic field using a mobile device. The method includes
determining location information of the mobile device,
obtaining magnetic field data based on the location informa-
tion, determining orientation information of the mobile
device and applying the orientation information to the mag-
netic field data to compute a magnetic field corresponding to
the orientation of the mobile device.

In another aspect, there is provided a computer readable
storage medium for determining a magnetic field using a
mobile device. The computer readable storage medium
includes computer executable instructions for determining
location information of the mobile device, obtaining mag-
netic field data based on the location information, determin-
ing orientation information ofthe mobile device and applying
the orientation information to the magnetic field data to com-
pute a magnetic field corresponding to the orientation of the
mobile device.

In another aspect, there is provided a mobile device includ-
ing a processor coupled to a memory, a magnetometer and an
accelerometer. The memory includes computer executable
instructions for determining location information of the
mobile device, obtaining magnetic field data based on the
location information, determining orientation information of
the mobile device and applying the orientation information to
the magnetic field data to compute a magnetic field corre-
sponding to the orientation of the mobile device. The mobile
device may also include a gyroscope for determining angular
movement of the mobile device.

Although the following examples are presented in the con-
text of mobile communication devices, the principles may
equally be applied to other devices such as applications run-
ning on personal computers, embedded computing devices,
other electronic devices, and the like.

For clarity in the discussion below, mobile communication
devices are commonly referred to as “mobile devices” for
brevity. Examples of applicable mobile devices include with-
out limitation, cellular phones, cellular smart-phones, wire-
less organizers, pagers, personal digital assistants, comput-
ers, laptops, handheld wireless communication devices,
wirelessly enabled notebook computers, portable gaming
devices, tablet computers, or any other portable electronic
device with processing and communication capabilities.

An exterior view of an example mobile device 10 is shown
in FIG. 1. The mobile device 10 in this example comprises a
housing 12 which supports a display 14, a positioning device
16 (e.g. track pad, track ball, track wheel, etc.), and a key-
board 18. The keyboard 18 may comprise a full-Qwerty set of
keys (as shown) but may also provide a reduced Qwerty set of
keys (not shown) in other embodiments.

The mobile device 10 has a frame of reference 20, such as
the x, y and z axes of the Cartesian co-ordinate system shown.
In this example, the x axis is parallel to the length of the
mobile device 10, the y axis is parallel to the width of the
mobile device 10 and the z axis is perpendicular to the plane
defined by the screen of the display 14 of the mobile device
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10. As the mobile device 10 changes orientation, the x, y and
7 axes remain fixed with respect to the mobile device 10.

An example magnetic field T is shown in FIG. 2. The
magnetic field T can represent the Earth’s magnetic field at a

specific location on the Earth. The magnetic field F is repre-
sented by a three-dimensional vector having the co-ordinates
(Fy, Fys F) within the X, Y and Z axes of another Cartesian
co-ordinate system corresponding to the frame of reference
30. In this example, X axis points to magnetic North, Z axis
points towards the centre of the Earth and the Y axis is per-

pendicular to the X and Y axes. The magnetic field T hasa
declination angle D relative to the direction of true North (X'
axis) and an inclination angle I relative to the direction of
magnetic North (X axis). It will be appreciated that the dec-

lination angle D can be used to define the magnetic field F by
the co-ordinate system of the X', Y" and Z axes corresponding
to the directions of true North, East and towards the centre of
the Earth.

In one example, the mobile device 10 can determine the

Earth’s magnetic field Tata given location by accessing a
model of the Earth’s magnetic field, such as the World Mag-
netic Model (WMM). Location information can be deter-
mined using a global positioning system (GPS) or other meth-
ods such as location tracking based on proximity of the
mobile device 10 to cellular base stations, access information
to wireless networks (e.g. WiFi localization), prompting user
input for location information, etc. The mobile device 10 can
then input such location information (e.g. latitude, longitude,
elevation) into the model (e.g. WMM) to obtain the Earth’s

magnetic field F at that location.
It will be appreciated that the model of the Earth’s mag-

netic field F can be any suitable model that takes location
information as an input, and outputs the Earth’s magnetic

field T or magnetic field data, from which the Earth’s mag-

netic field F can be determined. In an example, the model
may be a database, indexed by location on the Earth, of
pre-computed magnetic field data or measured magnetic field
data or a combination thereof. In another example, the model
may include a set of mathematical computations that operate
on the location information provided by the mobile device 10

to calculate the Earth’s magnetic field F. It will be appreci-
ated that the model may be accessed by the mobile device 10
remotely (e.g. through a wireless network) or locally (e.g. a
software application running on the mobile device 10).

The Earth’s magnetic field F obtained from accessing a
model will likely be defined with respect to a frame of refer-
ence 30 to the Earth that is different to that of the mobile
device 10. For example, the mobile device 10 may define
magnetic fields with respect to the frame of reference 20 in
FIG. 1 whereas the WMM may define magnetic fields with
respect to the frame of reference 30 in FIG. 2. In the examples
of FIG. 1 and FIG. 2, the frame of reference 20 of the mobile
device 10 will be aligned with the Earth’s frame of reference
30 only when the mobile device 10 is oriented parallel to the
ground and pointing towards magnetic North such the x, y and
7 axes of the frame of reference 20 overlap with the X, Y and
Z axes of the Earth’s frame of reference 30.

Referring to FIG. 3, the frame of reference 20 of the mobile
device 10 oriented in FIG. 1 is superimposed onto the frame
of reference 30 of the Earth in FIG. 2. The frame of reference
30 can be obtained by rotating the frame of reference 20 by
rotation R to rotate axes X, y and z onto X, Y and Z, respec-
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tively. The mobile device 10 may then calculate a 3x3 rotation
matrix R corresponding to the rotation R. Once the rotation
matrix R is determined, it can be applied to rotate the mag-

netic field F (in the Barth’s frame of reference 30) to obtain

the magnetic field ?‘ZR?Z(FX, F,, F,), defined with respect
to the frame of reference 20 of the mobile device 10. The

magnetic field T rotated on to the frame of reference 20 of the
mobile device 10 will be referred herein as the “simulated”

magnetic field T

It can therefore be seen that a mobile device can simulate
the Earth’s magnetic field by applying orientation informa-
tion of the mobile device 10 to an ideal or predetermined

magnetic field T defined in the Earth’s frame of reference 30.
In an example, the mobile device accesses the WMM to
obtain a magnetic North-pointing magnetic field vector at the
location of the mobile device 10 and rotates that vector from
the frame of reference 30 of the WMM to the frame of refer-
ence 20 the mobile device 10 using a rotation matrix R. The

simulated magnetic field ek represents the reading using an
ideally calibrated magnetometer of the Earth’s magnetic field
with no magnetic interference.

As will be discussed below, the rotation matrix R can be
generated by “sensor fusion” techniques (i.e. using readings
from multiple sensors such as a magnetometer, accelerometer
and/or gyroscope). Incorporating multiple sensors can enable
the rotation matrix R to provide more accurate and robust
orientation information of the mobile device 10. The simu-

lated magnetic field bk incorporates these benefits since the
rotation matrix R is used to compute the simulated magnetic

field F. Therefore, the benefit of a high quality rotation
matrix R is indirectly passed on to an application that uses or

operates on the simulated magnetic field F. For example,
some mobile device applications primarily rely on raw mag-
netometer readings to determine rotation and orientation
information of the mobile device 10. The mobile device 10

can provide the simulated magnetic field F to the application
as the raw magnetometer reading input expected by the appli-
cation.

It can be appreciated that the mobile device 10 shown in
FIG. 1 is provided as an example for illustrative purposes
only. FIG. 4 illustrates another mobile device 10, which com-
prises a touchscreen display 15 and a “slide-out” keyboard
18. In operation, the touchscreen display 15 can be used to
interact with applications on the mobile device 10 and the
keyboard 18 may be slid out from behind the touchscreen
display 15 as shown, when desired, e.g. for typing or com-
posing an email, editing a document, etc. The mobile device
10 has a fixed frame of reference 20 such as the x, y, z axes
co-ordinate system (z axis is going into the page and thus not
shown).

The mobile device 10 of FIG. 4 illustrates that the mobile
device 10 may assume various states depending on the type of
device and its various features. The magnetic effects of the
mobile device 10 can change or be otherwise influenced by its
state. Since changing magnetic influences can affect a mag-
netometer and its accuracy, different states of the mobile
device 10 can contribute to a degradation of the accuracy of
the magnetometer.

Referring now to FIG. 5, shown therein is a block diagram
of'an example embodiment of a mobile device 10. The mobile
device 10 comprises a number of components such as a main
processor 102 that controls the overall operation of the mobile
device 10. Communication functions, including data and
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voice communications, are performed through a communica-
tion subsystem 104. The communication subsystem 104
receives messages from and sends messages to a wireless
network 150. In this example embodiment of the mobile
device 10, the communication subsystem 104 is configured in
accordance with the Global System for Mobile Communica-
tion (GSM) and General Packet Radio Services (GPRS) stan-
dards. The GSM/GPRS wireless network is used worldwide
and it is expected that these standards will be superseded
eventually by 3G and 4G networks such as EDGE, UMTS and
HSDPA, LTE, Wi-Max etc. New standards are still being
defined, but it is believed that they will have similarities to the
network behaviour described herein, and it will also be under-
stood by persons skilled in the art that the embodiments
described herein are intended to use any other suitable stan-
dards that are developed in the future. The wireless link
connecting the communication subsystem 104 with the wire-
less network 150 represents one or more different Radio
Frequency (RF) channels, operating according to defined pro-
tocols specified for GSM/GPRS communications. With
newer network protocols, these channels are capable of sup-
porting both circuit switched voice communications and
packet switched data communications.

The main processor 102 also interacts with additional sub-
systems such as a Random Access Memory (RAM) 106, a
flash memory 108, a display 34, an auxiliary input/output
(I/O) subsystem 112, a data port 114, a keyboard 116, a
speaker 118, a microphone 120, GPS receiver 121, magne-
tometer 125, accelerometer 127, gyroscope 129, short-range
communications 122, and other device subsystems 124.

Some of the subsystems of the mobile device 10 perform
communication-related functions, whereas other subsystems
may provide “resident” or on-device functions. By way of
example, the display 34 and the keyboard 116 may beused for
both communication-related functions, such as entering a text
message for transmission over the network 150, and device-
resident functions such as a calculator or task list.

The mobile device 10 can send and receive communication
signals over the wireless network 150 after required network
registration or activation procedures have been completed.
Network access is associated with a subscriber or user of the
mobile device 10. To identify a subscriber, the mobile device
10 may use a subscriber module. Examples of such subscriber
modules include a Subscriber Identity Module (SIM) devel-
oped for GSM networks, a Removable User Identity Module
(RUIM) developed for CDMA networks and a Universal
Subscriber Identity Module (USIM) developed for 3G net-
works such as UMTS. In the example shown, a SIM/RUIM/
USIM 126 is to be inserted into a SIM/RUIM/USIM interface
128 in order to communicate with a network. The SIM/
RUIM/USIM component 126 is one type of a conventional
“smart card” that can be used to identify a subscriber of the
mobile device 10 and to personalize the mobile device 10,
among other things. Without the component 126, the mobile
device 10 may not be fully operational for communication
with the wireless network 150. By inserting the SIM/RUIM/
USIM 126 into the SIM/RUIM/USIM interface 128, a sub-
scriber can access all subscribed services. Services may
include: web browsing and messaging such as e-mail, voice
mail, SMS, and MMS. More advanced services may include:
point of sale, field service and sales force automation. The
SIM/RUIM/USIM 126 includes a processor and memory for
storing information. Once the SIM/RUIM/USIM 126 is
inserted into the SIM/RUIM/USIM interface 128, it is
coupled to the main processor 102. In order to identify the
subscriber, the SIM/RUIM/USIM 126 can include some user
parameters such as an International Mobile Subscriber Iden-
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tity (IMSI). An advantage of using the SIM/RUIM/USIM 126
is that a subscriber is not necessarily bound by any single
physical mobile device. The SIM/RUIM/USIM 126 may
store additional subscriber information for a mobile device as
well, including datebook (or calendar) information and recent
call information. Alternatively, user identification informa-
tion can also be programmed into the flash memory 108.

The mobile device 10 is typically a battery-powered device
and may include a battery interface 132 for receiving one or
more batteries 130 (typically rechargeable). In at least some
embodiments, the battery 130 can be a smart battery with an
embedded microprocessor. The battery interface 132 is
coupled to a regulator (not shown), which assists the battery
130 in providing power to the mobile device 10. Although
current technology makes use of a battery, future technolo-
gies such as micro fuel cells may provide the power to the
mobile device 10.

The mobile device 10 also includes an operating system
(0S) 134 and software components 136 to 146. The operating
system 134 and the software components 136 to 146 that are
executed by the main processor 102 are typically stored in a
persistent store such as the flash memory 108, which may
alternatively be a read-only memory (ROM) or similar stor-
age element (not shown). Those skilled in the art will appre-
ciate that portions of the operating system 134 and the soft-
ware components 136 to 146, such as specific device
applications, or parts thereof, may be temporarily loaded into
a volatile store such as the RAM 106. Other software com-
ponents can also be included, as is well known to those skilled
in the art.

The subset of software applications 136 that control basic
device operations, including data and voice communication
applications, may be installed on the mobile device 10 during
its manufacture. Other software applications include a mes-
sage application 138 that can be any suitable software pro-
gram that allows a user of the mobile device 10 to send and
receive electronic messages. Various alternatives exist for the
message application 138 as is well known to those skilled in
the art. Messages that have been sent or received by the user
are typically stored in the flash memory 108 of the mobile
device 10 or some other suitable storage element in the
mobile device 10. In at least some embodiments, some of the
sent and received messages may be stored remotely from the
mobile device 10 such as in a data store of an associated host
system that the mobile device 10 communicates with.

The software applications can further comprise a device
state module 140, a Personal Information Manager (PIM)
142, and other suitable modules (not shown). The device state
module 140 provides persistence, i.e. the device state module
140 ensures that important device data is stored in persistent
memory, such as the flash memory 108, so that the data is not
lost when the mobile device 10 is turned off or loses power.

The PIM 142 includes functionality for organizing and
managing data items of interest to the user, such as, but not
limited to, e-mail, contacts, calendar events, voice mails,
appointments, and task items. A PIM application has the
ability to send and receive data items via the wireless network
150. PIM data items may be seamlessly integrated, synchro-
nized, and updated via the wireless network 150 with the
mobile device subscriber’s corresponding data items stored
and/or associated with a host computer system. This func-
tionality creates a mirrored host computer on the mobile
device 10 with respect to such items. This can be particularly
advantageous when the host computer system is the mobile
device subscriber’s office computer system.

The mobile device 10 may also comprise a connect module
144, and an IT policy module 146. The connect module 144
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implements the communication protocols that are required
for the mobile device 10 to communicate with the wireless
infrastructure and any host system, such as an enterprise
system, that the mobile device 10 is authorized to interface
with.

The connect module 144 includes a set of APIs that can be
integrated with the mobile device 10 to allow the mobile
device 10 to use any number of services associated with the
enterprise system. The connect module 144 allows the mobile
device 10 to establish an end-to-end secure, authenticated
communication pipe with a host system (not shown). A subset
of applications for which access is provided by the connect
module 144 can be used to pass I'T policy commands from the
host system to the mobile device 10. This can be done in a
wireless or wired manner. These instructions can then be
passed to the IT policy module 146 to modify the configura-
tion of the device 10. Alternatively, in some cases, the 1T
policy update can also be done over a wired connection.

The IT policy module 146 receives IT policy data that
encodes the IT policy. The IT policy module 146 then ensures
that the IT policy data is authenticated by the mobile device
100. The IT policy data can then be stored in the flash memory
106 in its native form. After the IT policy data is stored, a
global notification can be sent by the IT policy module 146 to
all of the applications residing on the mobile device 10. Appli-
cations for which the IT policy may be applicable then
respond by reading the IT policy data to look for IT policy
rules that are applicable.

Other types of software applications or components 139
can also be installed on the mobile device 10. These software
applications 139 can be pre-installed applications (i.e. other
than message application 138) or third party applications,
which are added after the manufacture of the mobile device
10. Examples of third party applications include games, cal-
culators, utilities, etc.

The additional applications 139 can be loaded onto the
mobile device 10 through at least one of the wireless network
150, the auxiliary /O subsystem 112, the data port 114, the
short-range communications subsystem 122, or any other
suitable device subsystem 124. This flexibility in application
installation increases the functionality of the mobile device
10 and may provide enhanced on-device functions, commu-
nication-related functions, or both. For example, secure com-
munication applications may enable electronic commerce
functions and other such financial transactions to be per-
formed using the mobile device 10.

The data port 114 enables a subscriber to set preferences
through an external device or software application and
extends the capabilities of the mobile device 10 by providing
for information or software downloads to the mobile device
10 other than through a wireless communication network.
The alternate download path may, for example, be used to
load an encryption key onto the mobile device 10 through a
direct and thus reliable and trusted connection to provide
secure device communication.

The data port 114 can be any suitable port that enables data
communication between the mobile device 10 and another
computing device. The data port 114 can be a serial or a
parallel port. In some instances, the data port 114 can be a
USB port that includes data lines for data transfer and a
supply line that can provide a charging current to charge the
battery 130 of the mobile device 10.

The short-range communications subsystem 122 provides
for communication between the mobile device 10 and differ-
ent systems or devices, without the use of the wireless net-
work 150. For example, the subsystem 122 may include an
infrared device and associated circuits and components for
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8

short-range communication. Examples of short-range com-
munication standards include standards developed by the
Infrared Data Association (IrDA), Bluetooth, and the 802.11
family of standards developed by IEEE.

In use, a received signal such as a text message, an e-mail
message, or web page download may be processed by the
communication subsystem 104 and input to the main proces-
sor 102. The main processor 102 may then process the
received signal for output to the display 34 or alternatively to
the auxiliary /O subsystem 112. A subscriber may also com-
pose data items, such as e-mail messages, for example, using
the keyboard 116 in conjunction with the display 34 and
possibly the auxiliary /O subsystem 112. The auxiliary sub-
system 112 may comprise devices such as: a touch screen,
mouse, track ball, infrared fingerprint detector, or a roller
wheel with dynamic button pressing capability. The keyboard
116 is an alphanumeric keyboard and/or telephone-type key-
pad. However, other types of keyboards may also be used. A
composed item may be transmitted over the wireless network
150 through the communication subsystem 104.

For voice communications, the overall operation of the
mobile device 10 in this example is substantially similar,
except that the received signals are output to the speaker 118,
and signals for transmission are generated by the microphone
120. Alternative voice or audio I/O subsystems, such as a
voice message recording subsystem, can also be implemented
on the mobile device 10. Although voice or audio signal
output is accomplished primarily through the speaker 118, the
display 34 can also be used to provide additional information
such as the identity of a calling party, duration of a voice call,
or other voice call related information.

Referring to FIG. 6, an example of a configuration for a
magnetic field simulator 600 is provided. The magnetic field
simulator 600 can be one of the other software applications
139 of FIG. 5 that can be loaded on the mobile device 10. The
magnetic field simulator 600 can request details of activity
occurring in, or receive inputs from, a magnetometer 125, an
accelerometer 127, a gyroscope 129 and a GPS receiver 121.
In the example of FIG. 6, the magnetic field simulator 600 can
also receive magnetic field data from a remote magnetic field
model, such as the WMM 608, via a communication sub-
system 104 connected to a network 150 (e.g. the internet). The
magnetic field simulator 600 can send a simulated magnetic
field F' to an application 139 that expects a magnetic field
from a raw magnetometer reading.

The magnetic field simulator 600 in the example of FIG. 6
includes a location module 602 for determining location
information of the mobile device 10 and an obtain magnetic
field module 604 for obtaining magnetic field data. The mag-
netic field simulator 600 also includes an orientation module
610 for determining the orientation of the mobile device 10
with respect to the Earth’s frame of reference 30 and a rotate
module 612 for rotating the magnetic field data obtained from
the obtain magnetic field module 604 into the frame of refer-
ence 20 of the mobile device 10. The rotate module 612

outputs a simulated magnetic field T" in the frame of refer-
ence 20 of the mobile device 10.

The location module 602 receives location information
from the GPS receiver 121 of the mobile device 10. The
location information may comprise of longitude and latitude
coordinates. Elevation may also be determined or approxi-
mated. It can be appreciated that the location module 602 can
determine location information from other subsystems or
components using methods other than GPS tracking.

The obtain magnetic field module 604 receives location
information of the mobile device 10 and uses such informa-
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tion to access a magnetic field model to obtain magnetic field
data. The magnetic field data can be obtained from a remote
magnetic field model 608 or a local magnetic field model 606.
For example, the remote magnetic field model 608 may be an

online calculator of the Earth’s magnetic field T In another
example, the local magnetic field mode 606 may be a software
application 139 that performs calculations on the location
information to generate magnetic field data.

The orientation module 610 receives sensor data from one
or more sensors, such as the accelerometer 127, magnetom-
eter 125 and gyroscope 129, to determine the orientation of
the mobile device 10 with respect to Earth’s frame of refer-
ence 30 and to determine the rotation matrix R to rotate a
vector in the Earth’s frame of reference 30 onto the frame of
reference 20 of the mobile device 10.

In one example, the orientation can be determined from
using readings from the accelerometer 127 and magnetom-
eter 125. However, a magnetometer 125 may be subject to
magnetic interference and an accelerometer 127 may be
affected by linear acceleration of the mobile device 10, thus
affecting the quality of the orientation that is determined. In
another example, the orientation can be determined by using
the accelerometer 127, magnetometer 125 and gyroscope
129. Use of all three sensors may provide a more accurate
orientation and rotation matrix R that is less susceptible to
interference.

The rotation module 612 receives the magnetic field ¥
obtained from the obtain magnetic field module 604 and
receives the rotation matrix R from the orientation module
610. The rotation module 612 applies the rotation matrix R to

rotate the magnetic field T onto the frame of reference 20 of
the mobile device 10 to generate the simulated magnetic field

F. The simulated magnetic field Fis provided to an applica-
tion 139 requiring a magnetic field input.

It will be appreciated that any module or component exem-
plified herein that executes instructions may include or oth-
erwise have access to computer readable media such as stor-
age media, computer storage media, or data storage devices
(removable and/or non-removable) such as, for example,
magnetic disks, optical disks, or tape. Computer storage
media may include volatile and non-volatile, removable and
non-removable media implemented in any method or tech-
nology for storage of information, such as computer readable
instructions, data structures, program modules, or other data.
Examples of computer storage media include RAM, ROM,
EEPROM, flash memory or other memory technology, CD-
ROM, digital versatile disks (DVD) or other optical storage,
magnetic cassettes, magnetic tape, magnetic disk storage or
other magnetic storage devices, or any other medium which
can be used to store the desired information and which can be
accessed by an application, module, or both. Any such com-
puter storage media may be part of the mobile device 10 (or
other computing or communication device that utilizes simi-
lar principles) or accessible or connectable thereto. Any
application or module herein described, such as the location
module 602, obtain magnetic field module 604, orientation
module 610, rotate module 612 and local magnetic field
model 606, may be implemented using computer readable/
executable instructions that may be stored or otherwise held
by such computer readable media.

Referring to FIG. 7, an example set of computer executable
instructions is provided for determining a magnetic field
using a mobile device 10. At 700, location information of the
mobile device 10 is determined. At 702, magnetic field data is
obtained based on the location information of the mobile
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device 10. At 704, orientation information of the mobile
device 10 with respect to the Earth’s frame of reference 30 is
determined. At 706, the orientation information is applied to
the magnetic field data to compute a magnetic field that cor-
responds to the orientation of the mobile device 10.

As noted above, at 700, location information of the mobile
device 10 is determined. In an example configuration of the
magnetic field simulator 600, the location module 602 may
implement 700 by receiving location information (e.g. lati-
tude, longitude, elevation) from the GPS receiver 121 of the
mobile device 10 (FIG. 6). It can be appreciated that location
information of the mobile device 10 can be obtained using
other methods such as location tracking based on proximity
ofthe mobile device 10 to cellular base stations, access infor-
mation to wireless networks (e.g. WiFilocalization), cache of
location history, prompting by the mobile device 10 for the
user to input the current location, etc.

At 702, magnetic field data is obtained based on the loca-
tion information of the mobile device 10. In an example
configuration of the magnetic field simulator 600, the obtain
magnetic field module 604 may implement 702 (FIG. 6). In
one example, the location information may be used to access

amodel of the Earth’s magnetic field F, suchas the WMM or
another model. Information regarding the location of the
mobile device 10, such as latitude, longitude and elevation,
along with additional information such as the date, can be
input to the model to obtain information on the Earth’s mag-

netic field F at that specific location. The magnetic field data
may include a combination of the following information:

magnitude IF1, horizontal intensity F,, vertical component
F_, inclination angle I and declination angle D (FIG. 2). It can
be appreciated that the model of magnetic field data may be
accessed remotely by the mobile device 10, such as through a
wireless network 150, or may be stored locally on the mobile
device 10.

At 704, orientation information of the mobile device 10
with respect to the Earth’s frame of reference 30 is deter-
mined. In an example configuration of the magnetic field
simulator 600, the orientation module 610 may implement
704 (FIG. 6). Referring back to FIG. 3, the x, y and z axes
represent the frame of reference 20 of the mobile device 10
and the X, Y and Z axes represent the Earth’s frame of refer-
ence 30. In one embodiment, the mobile device 10 can use an
accelerometer 127 to determine the direction of the Z axis.
When the mobile device 10 is stationary, the accelerometer
127 will measure a vector with the magnitude of 1 g in a
direction corresponding to the -7 axis. Thus, the opposite
direction of the accelerometer vector will correspond to the
direction of the Z axis. The mobile device 10 can use a
magnetometer 125 to measure the Earth’s magnetic field
lying on the X7 plane. The mobile device 10 can compute the
cross-product of the accelerometer vector and the magnetom-
eter vector to generate a vector in the direction of the Y-axis.
The mobile device 10 can then compute the cross-product of
the vector in the direction of the Y-axis and the accelerometer
vector to generate a vector in the direction of the X-axis.
Therefore it can be seen that the mobile device 10 can deter-
mine the direction of the X, Y and Z axes in the frame of
reference 20 of the mobile device 10. The mobile device 10
can then calculate the rotation matrix R corresponding to the
rotation R that rotates the axes X, y and z onto X, Y and Z,
respectively. It will be appreciated that the rotation matrix R
can be calculated using various’methods known by a person
skilled in the art, such as by using the Euler angles corre-
sponding to the rotation R or any other suitable method. In
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one example, unit column vectors defined in the reference
frame 20 in the direction of the X, Y and Z axes can be used
as the left, middle and right columns of the rotation matrix R,
respectively. In another example, unit row vectors of the X, Y
and 7 axes can be used as the top, middle and bottom rows of
the rotation matrix R. It will be appreciated that the mapping
ofthe X,Y and Z axes onto the rows or columns of the rotation
matrix R can depend on the frame of reference 20 or 30 used
to define the vector to be rotated and the resulting rotated
vector.

In another embodiment, the mobile device 10 can incorpo-
rate gyroscope readings from the gyroscope 129 of the mobile
device 10 to compute the rotation matrix R. In one example,
the mobile device 10 can update a previously computed rota-
tion matrix R based on the angular movement of the mobile
device 10 that has occurred since the previous rotation matrix
R was computed, as detected by the gyroscope 129. This may
be desirable if the mobile device 10 is experiencing linear
acceleration such that the accelerometer reading is not
aligned perfectly with the Z axis of the Earth’s frame of
reference 30 and/or there is magnetic interference near the
mobile device 10 such that the magnetometer reading does
not consist only of the Earth’s magnetic field. During such
times, the accelerometer readings and/or magnetometer read-
ings may be ignored and the gyroscope readings can be used
to update a previous reliable rotation matrix R. For example,
a magnetometer 125 may need to access the 7 axis of the
Earth’s frame of reference 30. The magnetometer can use the
rotation matrix R to determine the Z axis (e.g. as the right
most column of the rotation matrix R or by rotating a previ-
ously reliable accelerometer vector with the rotation matrix
R) instead of using the current accelerometer vector at times
when the accelerometer is determined not to be reliable.

Furthermore, the gyroscope 129 may be able to detect
movements of the mobile device 10 more quickly to enable
the rotation matrix R to be updated before additional magne-
tometer and/or accelerometer readings are available. It can be
appreciated that a gyroscope 129 can be used in other ways to
improve the accuracy of the rotation matrix R and to improve
the robustness of the rotation matrix R against interferences
that other sensors may be susceptible to, such as linear accel-
erations of the mobile device 10 and/or magnetic interference
in the proximity of the mobile device 10.

Referring back to FIG. 7, at 706, the orientation informa-
tion of the mobile device 10 is applied to the magnetic field

data to compute a simulated magnetic field T that corre-
sponds to the orientation of the mobile device 10. In an
example configuration of the magnetic field simulator 600,
the rotate module 612 may implement 706 (FIG. 6). In one
embodiment, the magnetic field data can include the Earth’s

magnetic field ﬁ:(F 'v» Fys F) at the location of the mobile
device 10 or it can be derived from the magnetic field data.

The simulated magnetic field F' can be computed as F'=R
ﬁ:(Fx, F,, F,) (ie. rotating the ¥ by the rotation matrix R).

The simulated magnetic field ek may be provided to an
application 139 on the mobile device 10. Some applications
139 may only take magnetometer readings (ie. magnetic field
vectors) as input because the application was developed for a
platform that did not support rotation matrix inputs or
because the application 139 was developed to operate on raw
magnetometer readings. In an embodiment, the mobile

device 10 provides the simulated magnetic field T" as the
magnetometer reading input to such applications 139. Since

the simulated magnetic field F' is computed using the rota-
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tion matrix R, the benefits of the rotation matrix R are indi-
rectly passed on to the application 139, even if it does not use
the rotation matrix R as input.

Furthermore, it will be appreciated that any future
improvements to the rotation matrix R will automatically be
passed on to the application 139 because the simulated mag-

netic field F' is computed using the rotation matrix R.

In another embodiment, a combination of the simulated
magnetic field and a magnetometer reading may be passed to
the application 139 as the magnetometer reading input. For

example, a magnetic field in the direction of F* and having the
magnitude of a magnetometer reading may be passed on as
the input to an application 139. Use of the magnitude of the
magnetometer reading can indicate the local magnetic field
interference, which may be useful for non-navigation appli-

cations. Use of the direction of F* may be useful for naviga-
tion applications which may be interested in the direction of
magnetic North, but not necessarily the magnitude of the
magnetic field.

Inanother embodiment, the simulated magnetic field ﬁ', or
aportion thereof, may be subtracted or removed from a mag-
netometer reading to isolate magnetic interference in the
magnetometer reading. For example, many applications are
interested in magnetic interference, opposed to the Earth’s
magnetic field, such as a stud finder application, metal detec-
tor application and other applications 139 that may be avail-
able on the mobile device 10. It will be appreciated that the
magnetometer reading may also be calibrated before or after
removing the simulated magnetic field using other magne-
tometer calibration techniques for addressing errors such as
constant bias, gain and inter-axis misalignment.

It will be appreciated that the examples and corresponding
diagrams used herein are for illustrative purposes only. Dif-
ferent configurations and terminology can be used without
departing from the principles expressed herein. For instance,
components and modules can be added, deleted, modified, or
arranged with differing connections without departing from
these principles.

The steps or operations in the flow charts and diagrams
described herein are just for example. There may be many
variations to these steps or operations without departing from
the spirit of the invention or inventions. For instance, the steps
may be performed in a differing order, or steps may be added,
deleted, or modified.

Although the above principles have been described with
reference to certain specific embodiments, various modifica-
tions thereof will be apparent to those skilled in the art as
outlined in the appended claims.

The invention claimed is:
1. A method of determining a magnetic field using a mobile
device, the method comprising:

determining location information of the mobile device;

obtaining magnetic field data from a model of Earth’s
magnetic field based on the location information and
without sensing a magnetic field at the device, the mag-
netic field data representing FEarth’s magnetic field at the
location of the mobile device;

determining, contemporaneous with the determining ofthe
location information, orientation information of the
mobile device at the location;

applying the orientation information to the obtained mag-
netic field data representing the Earth’s magnetic field to
compute a simulated Earth’s magnetic field in the ori-
entation of the mobile device, the simulated Earth’s
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magnetic field being separate from any magnetic field
data output from a magnetometer at the mobile device;
and

outputting the simulated Earth’s magnetic field.

2. The method of claim 1, wherein the orientation infor-
mation comprises angular position information of the mobile
device.

3. The method of claim 1, wherein applying the orientation
information comprises rotating the magnetic field data using
a rotation matrix.

4. The method of claim 1, wherein the model of Earth’s
magnetic field comprises a predetermined set of magnetic
field data arranged according to location.

5. The method of claim 4, wherein the predetermined set of
magnetic field data is located remote from the mobile device.

6. The method of claim 1, wherein the model of Earth’s
magnetic field comprises a predetermined set of computa-
tions using the location information.

7. The method of claim 1, further comprising adjusting the
magnitude of the simulated Earth’s magnetic field based on a
magnetometer reading.

8. The method of claim 1, further comprising using the
simulated Earth’s magnetic field as input to an application
that was developed to use one or more magnetometer read-
ings as input.

9. The method of claim 1, further comprising removing at
least a portion of the magnetic field from a magnetometer
reading to detect magnetic interference.

10. A computer readable storage medium for determining a
magnetic field using a mobile device, the computer readable
storage medium comprising computer executable instruc-
tions which, responsive to being executed by a processor,
cause the processor perform operations comprising:

determining location information of the mobile device;

obtaining magnetic field data from a model of Earth’s
magnetic field based on the location information and
without sensing a magnetic field at the device, the mag-
netic field data representing Earth’s magnetic field at the
location of the mobile device;

determining, contemporaneous with the determining of the

location information, orientation information of the
mobile device at the location;

applying the orientation information to the obtained mag-

netic field data representing the Earth’s magnetic field to
compute a simulated Earth’s magnetic field in the ori-
entation of the mobile device, the simulated Earth’s
magnetic field being separate from any magnetic field
data output from a magnetometer at the mobile device;
and

outputting the simulated Earth’s magnetic field.

11. The computer readable storage medium of claim 10,
wherein the orientation information comprises angular posi-
tion information of the mobile device.
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12. The computer readable storage medium of claim 10,
wherein applying the orientation information comprises
rotating the magnetic field data representing the Earth’s mag-
netic field using a rotation matrix.

13. The computer readable storage medium of claim 10
further comprising computer executable instructions for
using the simulated Earth’s magnetic field as input to an
application that was developed to use one or more magne-
tometer readings as input.

14. The computer readable storage medium of claim 10
further comprising computer executable instructions for
removing at least a portion of the magnetic field from a
magnetometer reading to detect magnetic interference.

15. A mobile device comprising a processor coupled to a
memory, a magnetometer and an accelerometer, the memory
comprising computer executable instructions for:

determining location information of the mobile device;

obtaining magnetic field data from a model of Earth’s
magnetic field based on the location information and
without sensing a magnetic field at the device, the mag-
netic field data representing FEarth’s magnetic field at the
location of the mobile device;

determining, contemporaneous with the determining ofthe

location information, orientation information of the
mobile device at the location;

applying the orientation information to the obtained mag-

netic field data representing the Earth’s magnetic field to
compute a simulated Earth’s magnetic field in the ori-
entation of the mobile device, the simulated Earth’s
magnetic field being separate from any magnetic field
data output from a magnetometer at the mobile device;
and

outputting the simulated Earth’s magnetic field.

16. The mobile device of claim 15 further comprising a
gyroscope for determining angular movement of the mobile
device.

17. The mobile device of claim 15, wherein the orientation
information comprises angular position information of the
mobile device.

18. The mobile device of claim 15, wherein applying the
orientation information comprises rotating the magnetic field
data using a rotation matrix.

19. The mobile device of claim 15, wherein the memory
further comprises computer executable instructions for using
the magnetic field as input to an application that was devel-
oped to use one or more magnetometer readings as input.

20. The mobile device of claim 15, wherein the memory
further comprises computer executable instructions for
removing at least a portion of the magnetic field from a
magnetometer reading to detect magnetic interference.
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